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Red Brass Pipe, Extra Strong, Sch 80
■  UNS Designation Number:  UNS C23000
■  Nominal Chemicals:   Copper 85.00%, Zinc 15.00%
■  Average Physical Properties:   Tensile 40,000 psi, Yield 18,000 psi, Machinability = 30
■  Specifications:   ASTM B 43, Temper H58 (Drawn General Purpose)
■  Stocked in exact 12  foot lengths
■  Red brass is the best quality pipe for general plumbing purposes. It has high corrosion resistance to water. 

Brass Pipe

Red Brass Pipe, Regular, Sch 40

Dimensions are in inches. All weights are approximate.

■  UNS Designation Number:  UNS C23000
■  Nominal Chemicals:   Copper 85.00%, Zinc 15.00%
■  Average Physical Properties:   Tensile 40,000 psi, Yield 18,000 psi, Machinability = 30
■  Specifications:   ASTM B 43, Temper H58 (Drawn General Purpose)
■  Stocked in exact 12 & 20 foot lengths
■  Red brass is the best quality pipe for general plumbing purposes. It has high corrosion resistance to water. 

* UNS C33500 Yellow Brass
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1/8 504. 260. 352. 580751
1/4 045. 280. 744. 390751 264721
3/8 576. 090. 726. 801751 884721
1/2 048. 701. 439. 611751 694721
3/4 050.1 411. 72.1 421751 105721

1 513.1 621. 87.1 231751 725721

1 1/4 066.1 641. 36.2 041751 535721

1 1/2 009.1 051. 31.3 851751 155721

2 573.2 651. 21.4 661751 965721

2 1/2 578.2 781. 99.5 471751

3 005.3 912. 65.8 806721 281751

3 1/2 000.4 052. 02.11 091751

4 005.4 052. 07.21 418782 502751
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