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lanimoN *C lanimoN traP01-09 traP03-07 lanimoN traP01-09
eziSepiP DO )niM( F llaW thgieW rebmuN rebmuN llaW thgieW rebmuN

1 513.1 1/2 1 1/2 560. 2. 523921 143921
1 1/4 066.1 9/ 61 1 1/2 270. 2. 414921 665774
1 1/2 009.1 11 / 61 1 1/2 270. 2. 573921 193921
2 573.2 32 / 23 1 1/2 380. 5. 034921 654921
2 1/2 578.2 7/8 1 1/2 380. 8. 274921 894921
3 005.3 92 / 23 2 590. 1 115921 435111
3 1/2 000.4 51 / 61 2 1/2 590. 5.1 593942 475774
4 005.4 13 / 23 2 1/2 901. 2 735921 055111
5 365.5 1 3/ 23 3 521. 3 355921 975921
6 526.6 1 11 / 46 3 1/2 431. 5.4 595921 783942
8 526.8 1 3/8 4 841. 7 816921 973942
01 57.01 1 9/ 61 5 781. 41 436921 163942 431. 01 008364
21 57.21 1 11 / 61 6 052. 72 056921 285774 651. 71 328534
41 00.41 052. 82 564354 104774 561. 91 616064
61 00.61 052. 73 425774 045774 561. 42 017774
81 00.81 052. 74 154774 805774 081. 33 637774
02 00.02 052. 94 883774 693774 081. 53 762934
42 00.42 052. 15 392674 724774 081. 73 087134

       Class 200               Class 50

Copper Nickel Butt Welding Fittings

Caps - NAVSEA 810-1385880, Revision D

Sizes not shown may be available upon request.
Available in “regular” thickness (similar to Schedule 40s).

■ UNS Designation Numbers:   90-10 (UNS C70600) and 70-30 (UNS C71500).
■ Nominal Chemicals 90-10:   Copper 88.6%, Nickel 10.0%, Iron 1.4%.
■ Nominal Chemicals 70-30:   Copper 69.5%, Nickel 30.0%, Iron 0.5%.
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