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Drawn Seamless Copper Tubing, Navy Specification Sizes (continued)

Dimensions are in inches. All weights are approximate.
Sizes not shown may be available upon request.  Specifications: pg. 60.

Copper Tubing
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1 513.1 043. 23.4 5.68 162152
1 1/4 066.1 560. 13.1 62 702931
1 1/4 066.1 480. 27.1 5.43 616362
1 1/2 009.1 560. 09.1 93 512931
1 1/2 009.1 690. 12.2 44 693931
2 573.2 560. 09.1 83 322931
2 573.2 380. 44.2 94 724931
2 573.2 021. 35.3 17 344931
2 573.2 022. 60.6 121 154931
2 1/2 578.2 560. 13.2 64 132931
2 1/2 578.2 001. 15.3 07 964931
2 1/2 578.2 431. 87.4 69 972152
3 005.3 560. 49.2 95 942931
3 005.3 221. 892.5 601 171204
3 005.3 561. 30.7 141 584931
3 1/2 000.4 560. 63.3 76 752931
3 1/2 000.4 590. 88.4 89 394931
4 005.4 560. 97.3 67 562931
4 005.4 701. 81.6 321 615931
4 005.4 751. 88.8 871 425931
5 365.5 860. 33.5 601 372931
5 365.5 231. 06.9 291 235931
6 526.6 180. 33.7 641 182931


