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900 Street Elbows, Threaded, Class 150

Nominal
Pipe Size

Center-to-
end

Length of 
Thread
Min.

Width of 
Band
Min.

Metal
Thickness
Min.

Outside
Diameter

Center-to-
end

Length of
External 
Thread 

Port
Diameter 
Male End

304 150#
Part Number

316 150#
Part Number

1/8 .81 .25 .20 .09 .75 1.06 .26 .18 165436 162577
1/4 .81 .32 .20 .09 .84 1.18 .40 .25 165494 162593
3/8 .93 .36 .21 .10 1.01 1.43 .41 .37 165478 162535
1/2 1.12 .43 .25 .10 1.20 1.62 .53 .50 165533 162496
3/4 1.31 .50 .27 .12 1.46 1.87 .55 .62 165517 162519

1 1.50 .58 .30 .13 1.77 2.12 .68 .81 165575 162454

1 1/4 1.75 .67 .34 .14 2.15 2.50 .71 1.12 165567 162488

1 1/2 1.93 .70 .37 .15 2.43 2.75 .72 1.30 165622 162420

2 2.25 .75 .42 .17 2.96 3.25 .76 1.75 165591 162438

2 1/2 2.68 .92 .48 .21 3.59 3.87 1.14 2.20 248551

3 3.06 .98 .55 .23 4.28 4.50 1.20 2.75

4 3.81 1.08 .66 .26 5.40 5.68 1.30 3.75

Stainless Steel Fittings

Dimensions are in inches. All weights are approximate.
Sizes not shown may be available upon request.

  34


