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3/4 X 3/4 X 1/2 50.1 X 50.1 X 048. 2 1/2
5/8 04.

1 X 1 X 1/2 13.1 X 13.1 X 048. 2 3/4
5/8 36.

1 X 1 X 3/4 13.1 X 13.1 X 50.1 2 3/4
5/8 36.

1 1/4 X 1 1/4 X 1/2 66.1 X 66.1 X 048. 3 3/4 77.

1 1/4 X 1 1/4 X 3/4 66.1 X 66.1 X 50.1 3 3/4 77.

1 1/4 X 1 1/4 X 1 66.1 X 66.1 X 13.1 3 3/4 77.

1 1/2 X 1 1/2 X 1/2 09.1 X 09.1 X 048. 3 1/4
7/8 99.

1 1/2 X 1 1/2 X 3/4 09.1 X 09.1 X 50.1 3 1/4
7/8 99.

1 1/2 X 1 1/2 X 1 09.1 X 09.1 X 13.1 3 1/4
7/8 99.

1 1/2 X 1 1/2 X 1 1/4 09.1 X 09.1 X 66.1 3 1/4
7/8 99.

2 X 2 X 1/2 2 3/8 X 2 3/8 X 048. 3 7/8
51 / 61 27.1

2 X 2 X 3/4 2 3/8 X 2 3/8 X 50.1 3 7/8
51 / 61 27.1

2 X 2 X 1 2 3/8 X 2 3/8 X 13.1 3 7/8
51 / 61 27.1

2 X 2 X 1 1/4 2 3/8 X 2 3/8 X 66.1 3 7/8
51 / 61 27.1

2 X 2 X 1 1/2 2 3/8 X 2 3/8 X 09.1 3 7/8
51 / 61 27.1

lanimoN edisnI llaW
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1/2 048. 380. 2 1/4
5/8 92.

3/4 50.1 380. 2 1/2
5/8 04.

1 13.1 901. 2 3/4
5/8 36.

1 1/4 66.1 901. 3 3/4 77.

1 1/2 09.1 901. 3 1/4
7/8 99.

2 2 3/8 901. 3 7/8
51 / 61 27.1

Reducing Tee

Straight Tee

Belled End Tees

■ Belled end fittings offer an alternative welding method which allows quick alignment of the welding surfaces.
■ The fittings are made from ASTM A 312 stainless steel welded pipe.
■ Alloys stocked include Types 304L and 316L.
■ Sizes stocked are to 2" nominal pipe size with larger sizes available upon request.
■ Wall thickness stocked is Schedule 10s with Schedule 5s available upon request.
■ Reducing tees available upon request.

 Nominal
 Pipe Size          Diameter

Straight Reducing

All weights are in pounds based on a metal density of .29 lb/in.3


