SKAN COPPER

Weights

Stainless Steel LR 90° EIbows

Wall Thickness: Listed in Inches with Corresponding Manufacturer's Standard Gauge

Nominal Outside 16 14 12 N 10

Pipe Size Diameter .060 .075 .105 .120 134 .165 .187 .218 .250 .312 .375 .500 .625 .750
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2 2%, 60 74 1.0 1.2 1.3 1.6 2.0
2, 79 98 13 15 1.7 2.1

2W/2 27/8 91 1.1 1.6 1.8 2.0 2.4 2.7 3.1
3 1.1 1.4 2.0 22 25 3.0 3.4 3.9

3 37, 1.3 1.7 2.3 2.6 2.9 3.5 4.0 4.6
4 2.0 2.5 3.5 4.0 4.4 5.4 6.1 7.1 8.0

4 47, 2.3 2.8 4.0 45 5.0 6.1 6.9 8.0 9.1
5 3.2 4.0 5.5 6.3 7.0 8.6 9.7 11.2 12.7

5 5 9/16 3.5 4.4 6.2 7.0 7.8 9.6 10.8 125 143 17.6
6 4.6 5.7 8.0 9.1 10.1 12.4 14.0 16.2 18.5 22.9 27.2 354

6 6 5/8 5.1 6.3 8.8 10.1 1.2 13.7 15.5 18.0 20.5 25.4 30.2 394
8 8.2 10.2 14.2 16.2 18.1 22.2 25.1 29.1 33.3 41.2 491 64.4

8 8 5/8 8.8 11.0 15.4 17.5 19.5 24.0 271 31.6 36.0 44.5 53.1 69.8
10 12.8 16.0 223 25.5 28.4 34.8 39.4 45.8 52.3 64.9 77.5 102

10 10 3/A 13.8 17.2 24.0 27.4 30.5 37.5 42.4 49.3 56.3 69.9 83.5 110
12 185 23.0 32.2 36.7 41.1 50.3 56.9 66.2 75.7 93.9 112 148

12 12 3/4 19.6 24.5 34.2 39.0 435 53.5 60.5 70.4 80.5 100 120 158 195 232
14 31.4 43.8 50.1 55.8 68.6 77.6 90.3 103 128 154 203 251 299
16 41.0 57.3 65.4 73.0 89.7 102 118 135 168 201 266 330 393
18 72.6 82.9 92.5 114 129 150 171 213 255 338 420 500
20 89.7 102 114 141 159 185 212 264 316 419 520 620
22 124 138 170 193 224 257 320 383 508 631 753
24 148 165 203 229 267 306 381 456 605 753 898
26 193 238 269 314 359 447 536 712 885 1057
28 224 276 313 364 417 519 623 826 1028 1228
30 258 317 359 418 479 597 715 950 1182 1413
32 293 361 409 476 545 679 815 1082 1347 1610
34 331 407 461 537 616 767 920 1223 15622 1820
36 371 457 518 603 691 860 1032 1372 1709 2043
38 414 509 577 672 770 959 1151 15629 1905 2279
40 459 564 639 745 853 1063 1276 1696 2113 2528
42 506 622 705 821 941 1173 1407 1871 2331 2789

45 48 661 813 921 1073 1230 1533 1840 2447 3051 3651

All weights are in pounds based on a metal density of .29 Ib/in®

* See page 44 for wall thicknesses and weights of small schedule fittings.
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